(OEM AUTOMATIC |

ORIENTAL MOTOR FPW IP67 25W

GEARMOTOR
FPW425C2-100E

FPW IP67 geared motor, 25W, 230V 1ph, 100:1

gearbox

« Power: 25W
¢ Rated Torque: up to 205Nm
» Size:

« Protection Degree: IP67 water tight and dust resistant

PRODUCT DESCRIPTION
TECHNICAL DATA

12371_Rated Torque
12372_Voltage AC
12373_Starting Torque
12374_Capacitor
Frequency

Output power

Over load protection

Rated current

Rated speed

Weight
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|45 | "Motor Cable UL Style 2517 La |

47.8, 2000 mm
Cable Cores: 3 Motor Leads UL Style 3266, AWGZ20
| Protective Earih Lead UL Style 3266, AWG1E

OEM Automatic Ltd
Address: Whiteacres, Whetstone Leicester, LE8 6Z2G
0116 284 9900 | Orders@oem.co.uk | www.oem.co.uk

4455 Thu 1\1:/

8 Nm

Single Phase 230vAC
7.9Nm

1.5 yuF

50 Hz

25W

Yes

0.27 A

15 rpm

3000 g
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|45 | ‘Moor Cabie UL Style 2517 [ 30
i .8, 2000 mm
Cabie Cores: 3 Mofor Leads UL Style 3266, AWG20
1 Frotective Earth Lead UL Style 3266, AWG18
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