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SIGNAL CONVERTERS
Signal Converters

15903.2
CML-UI-UI-G Signal Converter UI-UI (6/6)

o Compact 6.2mm wide versions

« 3 -way Isolation

o DIP Switch settable

» Dual Channel Options

¢ Open frame low profile versions - CAE

PRODUCT DESCRIPTION

OEM Automatic Ltd
Address: Whiteacres, Whetstone Leicester, LE8 6ZG
0116 284 9900 | Orders@oem.co.uk | www.oem.co.uk

Conta-Clip offer a range of standard signal converters and splitters for industrial processes.

DIPSWITCH SELECTION

INPUT S1.151.2 [51.3 [51.4 521 QUTPUT [52.2152.3[52.4
0.10v_|OFF | ON |OFF [OFF |OFF 0..10V__ | OFF |OFF [OFF
2.10v__ |QFF | ON |OFF [OFF | ON 2.10¥__ |OFF |OFF | ON
0.5V OFF | ON [OFF | ON |OFF 0.5V OFF | ON_[OFF
1.9Y OFF | ON [OFF | ON | ON 1.5V OFF | ON | ON
0..20mA | ON |OFF | ON |OFF |OFF 0..20mA | ON |OFF |OFF
4.20mA | ON_|OFF | ON_|OFF | ON 4.20mA | ON_JOFF | ON
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