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CUBIC MULTI SIREN 8-63 TONER SERIES
"A"
874460313 
Multi-tone alarm sounder, 228mm, 230-240 V ac, ASX

IP66
Up to 127 dB
Up to 63 tones
Can be combined with series "Q"

PRODUCT DESCRIPTION
Our robust and powerful Multisiren is suitable for industrial, process, fire alarm, marine, etc. With up to 63 different tones, including several international
standards, it is a warning product for many applications. The sirens can be mounted directly on the wall or on the ceiling and have cable inlets at the bottom and
side.
 
The siren has three external alarms, as well as automatic synchronization when using multiple sirens. Series A sirens can be combined with other units of series
A and Q.

TECHNICAL DATA

Diameter 228 mm

Housing Colour Red

IK class 9

IP class IP66

Mounting Independent

Nominal current max 0.45 A

Nominal current min 0.45 A

Number of tones 63  

Sound control Yes

Sound level max 127 dB

Supply voltage 230 V

Supply voltage ac max 264 V AC

Supply voltage ac min 207 V AC

Temperature operational max 60 °C



Temperature operational min -30 °C

Terminal connection 2.5 mm²

Tone frequency max 3100 Hz

Tone frequency min 150 Hz

Weight 3500 g


	CUBIC MULTI SIREN 8-63 TONER SERIES "A"
	874460313  Multi-tone alarm sounder, 228mm, 230-240 V ac, ASX
	PRODUCT DESCRIPTION
	TECHNICAL DATA



