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VT PLUS SERIES ELECTRIC ACTUATOR
Quarter Turn

VT400.A0A.G00 
VT Plus 400Nm 100-240VAC ON/OFF

IP68
600Nm to 2400Nm
Working temperature -20°C to +70°C
Failsafe Actuator

PRODUCT DESCRIPTION
The Valpes VT Plus electric actuator is an IP68 rated (5m for 72 Hours) quarter turn electric actuator, with aluminium housing. The unit comes Visual
position Indication, a manual override via hand wheel and is available in torques of 600Nm, 1000Nm, 1500Nm and 2400Nm.
 
The VT Plus actuator is supplied in accordance with CE-ROHS-REACH Directives.
 
VT Plus Models include an RS485 Interface port and the AXMART Bluetooth module allowing Battery Failsafe, Proportional Control and Modbus
Compatibility.
 
Also available in Marine coating and extreme vibration option.
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Please refer to the datasheet under 'downloads' for part numbers and/or technical data, we are working on getting all part numbers and technical data on the
website as soon as possible.
 
;

TECHNICAL DATA

Connections F10/F12



Operating Time (Seconds) 33 s

Power 300 W

Star Drive 36

Torque 400

Voltage 100-240 VAC, 100-300 VDC


	VT PLUS SERIES ELECTRIC ACTUATOR
	Quarter Turn
	VT400.A0A.G00  VT Plus 400Nm 100-240VAC ON/OFF

	PRODUCT DESCRIPTION
	TECHNICAL DATA



