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DATALOGIC QUICKSCAN I QBT/QM2131
QM2131-BK-433K2 
QuickScanQM2131,433 MHz,Kit,RS-232,Black
(Charger,Cable,Power,LineCord)

Detects 1D code types
Extra-wide scan angle
400 reads/sec, 30,000+ reads per charge
Interfaces: High speed USB 2.0 host and client with USB
type C connector

PRODUCT DESCRIPTION

TECHNICAL DATA

1D Code types Auto discriminates all standard 1D codes

Additional features Kit includes: Scanner, Base Station, 90G000008 Cable, 8-0935 Power
Supply and 6003-0940 Line Cord

Approvals RoHS

Battery Lithium-ion 1400 mAh

Charge time 4hrs @ 12VDC

Colour Black

Dimension (mm) 163 x 91 x 41

Drop resistance Withstands repeated drops from 5ft onto concrete surface

Humidity 90% (Non-condensing)

Immunity to ambient light 0 - 120,000 lux

Interface High speed USB 2.0 host and client with USB Type C connector

IP class IP42

Kit Yes

Light source Red LED 610-650nm

Readable code types 1D / Linear Codes



Reading angle window Pitch:+/-65°; Tilt: +/- 45°; Skew: +/-70°

Reading speed 400 reads/sec

Reads per charge 30000

Storage temperature max 70 °C

Storage temperature min -40 °C

Temperature operational max 50 °C

Temperature operational min 0 °C

Weight 190 g

Wireless Yes

Wireless technology Datalogic STAR Cordless System
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