
Stainless steel T-Handle - 18 mm - Acid-Proof
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Integrated
PUR-gasket

Material:

�� Stainless steel (304) or acid-proof 
stainless steel (316).

References, Accessories:

�� Zinc version: Page 2-271.

�� Cams: Page 2-480, 2-490, 2-510 
and 2-520.

�� Rods: Page 2-540, 2-541 and 
2-545.

�� Rod guides: Page 2-560 and 
2-570.

Notes, Tests:

Cams may be chosen with H-mea-
surement between H=04 mm and 
H=50 mm in increments of 2 mm 
(4, 6, 8, 10, 12...up to 50 mm). 
Example: 253067-1245 is a stain-
less handle in steel SS (304), with an 
uncoated surface, handle height (X=) 
47 mm equipped with a cam having 
a H-measurement of 12 mm and a 
standard length of 45 mm.  
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COMBI

Quarter-turn T-handle in non-locking version. Universal clockwise or counter-clock-
wise rotation when opening / closing. Supplied with nut. Protection degree IP65, also 
classed "Waterproof according to NEMA 4".
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T-Handle - 18 mm - Acid-Proof (AAAAAA-HHLL)
AAAAAA Description - material Surface treatment on handle X= -HHLL Cam size in mm

253050 SS (304) - 37 -0000 No cam

253067 SS (304) - 47 -HH45 See cam ref. above

253550 SS (304) Black 37 H between 4 - 50 mm in increments of 2 mm

259050 SS (316) - 37


