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|
4-SXx¢{
|

Outer dimensions LM block dimensions
Model No. Height | Width | Length

M w L B C SX{ L+ T K N Hs
SRS 7M 8 17 23.4 12 8 M2X23| 13.4 3.3 6.7 1.6 1.3
SRS 9M 10 20 30.8 15 10 M3X2.8| 19.8 4.9 9.1 2.4 0.9
SRS 12M 13 27 34.4 20 15 |M3X3.2| 20.6 5.7 11 3 2
SRS 15M 16 32 43 25 20 M3X3.5| 25.7 6.5 13.3 3 2.7
SRS 20M 20 40 50 30 25 M4 X6 34 9 16.6 4 3.4
SRS 25M 25 48 77 35 35 M6 X7 56 11 20 5 5)

Note) Since stainless steel is used in the LM block, LM rail and balls, these models are highly resistant to corrosion and envi-
ronment.
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Model  With QZ  Contamination LM rail length Stainless Svmbol for
i rotection in mm steel Y|
number  Lubricator gccessory ( ) steel | N ef raivs used
symbol (*1) on the same plane (*4)
No. of LM blocks Radial dl bol (°2) A bol (°3)
i adial clearance symbol (* ccuracy symbol (*
used on the same rail Normal (No symbol) Normal grade (No Symbol)/High accuracy grade (H)
Light preload (C1) Precision grade (P)/Super precision grade (SP)
Medium preload (CO0) Ultra precision grade (UP)

(*1) See contamination protection accessory on A-368. (*2) See A-113. (*3) See A-126. (*4) See A-59.

Note) This model number indicates that a single-rail unit constitutes one set. (i.e., required number of sets when 2 rails are
used in parallel is 2 at a minimum.)
Those models equipped with QZ Lubricator cannot have a grease nipple.
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Unit: mm
0 di ; Basic load Static permissible
LM rail dimensions rating moment N-m* Mass
Ma Ms Mec LM LM
Width Height| Pitch Length*| C | Co Y 2 N | block | rail
=N = |
Wi | W | M | F| diXdoXh | Max | kN | kn [, 1 [Double| 1 Doublel T oty
block | blocks | block | blocks | block
7 _802 5 | 47| 15 [24X42X23| 300 |1.51|1.29|/3.09| — |[369| — |[5.02| 0.009 | 0.25
9 _802 55|55 | 20 |3.5X6X3.3| 1000 (2.69|2.31| 7.82 | 43.9 | 9.03 | 50.8 | 10.6 | 0.016 | 0.32
12 _802 75|75 | 25 |3.5X6X45| 1340 | 4 |3.53| 12 | 785 | 12 |78.5|23.1| 0.027 | 0.65
15 _802 85 (95| 40 |3.5X6X4.5| 1430 (6.66( 5.7 | 26.2 | 154 | 26.2 | 154 | 40.4 | 0.047 | 0.96
20 _803 10 | 11 | 60 | 6X9.5X8 | 1800 (7.75|9.77| 54.3 | 296 | 62.4 | 341 | 104 | 0.11 1.68
23 _803 12.5| 15 | 60 7X11X9 1800 |16.5(20.2| 177 | 932 | 177 | 932 | 248 | 0.24 2.6
Note) If a grease nipple is required, indicate “with grease SRS-G Basic Load Ratings
nipple”. (available for models SRS 15M/15WM/20M/ - -
25M) Basic load rating
If a greasing hole is required, indicate “with greasing hole”. Model No. C Ch
(available for models SRS 7M/7WM/9M/9WM/12M/12WM). KN kN
The maximum length unde; “Length * ”(igdicates the
standard maximum length of an LM rail. (See B-54.)
Static Permissible Moment* ) SRS 9GM 2.07 2.32
1 block: z}ggﬁ permissible moment value with 1 LM SRS 12GM 3.36 355
Double blocks: static permissible moment value with
2 blocks closely contacting with each SRS 15GM 5.59 5.72
other
SRS 20GM 5.95 9.40
SRS 25GM 13.3 22.3

Description of Each Option =A-351

Dimensions=B-223
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